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Method and apparatus for remote update of ciients by a server via broadcast .■. 
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... As discussed above, the server is configured to allocate the bandwidth dynamically among the 
various ... Disks 20a, 20fc, 20c 55 typically are large capacity, eg they may store up to ... scheduling 
announcement would include a schedule as to when the next download of software ... 



System using the Storage ley 

... PWB 70-10 having Channel Loader/Scheduler Processor 76, Boot Bus Processor 77, Boot 
Download Control Logic ... NVM 63 is used to store file management updates and file contents 
updates. ... is used to search for free space on the disks when allocating or de-allocating a file .. 

GiiM.&y.lS - Related articles - All 2. .versions 

Download system, communication terminal, server, and download method 

... on the transmission path at the desired time, the server will automatically allocate the data ... 
candidate information acquired by the reservation candidate acquiring means, and stores the 
start ... by the reservation time information, as an initiation time of the download; a reservation ... 



Method and system for updating software 

^\-.^-'^ .'^'V^ - Ocv-q e Patents 

... journaling. The OTA download program area 1 08 stores an OTA download program 
for executing an update file download according to the OTA-SD. The download 
update file area 112 stores a downloaded update file. The ... 



Firmware update s^^^^ 

BR Rao, \ Qumei - US Patent App. 10/701,848, 2003 - Google Patents 

... [0035] In an embodiment of the present invention, a download mechanism may ... the secure loader 
manager 227 may employ the storage manager 231 to allocate space for ... [0040] In an embodiment 
of the present invention, the secure loader manager 227 may store the update ... 
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Apparatus and method for alloca tin g memory blocks 

JF Brin - US Patent App. 10/053,205, 2001 ■ Google Patents 

... Accordingly, one ben- efit of allocating programs into blocks as described herein is that if an ... The 
list may include new application downloads, application deletions, applica- tion patches, 
application ... of the algorithms employed by the wireless device 150 to store the program ... 



Apparatus and method for aHoeating memory blocks 

FB Joe Jr - 2003 ~ ' v o o ^ 

... Accordingly, one benefit of allocating programs into blocks as described herein is that if ... The list 
may include new application downloads, application deletions, application patches, application 
upgrades ... of the algorithms employed by the wireless device 150 to store the program ... 
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Method for dynamically aHQcatlng memory workspace by elementary memory .■. 
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... by an application for example, or if necessary obtained by loading or download- ing application ... 
to allocate the next elementary block can therefore be used to allocate an elementary ... in the 
above-mentioned current elementary memory block BL1(ID_A].) to store the above ... 

Barrie r mechanism for firmware upgrade 

... 5 of 5 us 2004/0045012 A! Receive Thin-Client Parameters From Network 505 Download 

Firmware Update ... In an embodiment, thin-client device stores the firmware update in a non- volatile ... 

the thin-client enterprise server may not be permitted to allocate network configurations ... 

Embedded non-volatile programming tool 
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... a connection (eg, usually a serial 55 connection) with the module, and then downloads the firm ... 
the firmware revision is loaded into the firmware library 23, which then preferably stores the entire ... 
at step 120, the user interface 21 first invokes the memory object 84 to allocate a first ... 
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